
Sure-Grip™ 404 
Solvent-Based Duct Sealant

Sure-Grip 404 is a fiber-free, solvent based, synthetic 

rubber duct sealant. It’s exceptional strength, fast drying 

time and unmatched flexibility make it ideal for those 

applications requiring a solvent based sealant. Sure-Grip’s low-

viscosity, no-drip, no-string formulation allows fast application 

for labor savings and extended coverage for lower installed cost.

P/N 601238 - SURE-GRIP 404 TDS  01/11/13

TECHNICAL DATA
Color Gray

Consistency Heavy Brush On

Base Synthetic Rubber Resin

Solvent Toluene and Heptane

Weight per Gallon 8.8 lbs.

Solids Content 65%

Viscosity 150K - 200K cps

Coverage (per gal.)
Up to 320 lin. ft. at 3" width, 
20-mil thickness 

Shore A Hardness > 60

Flexibility Excellent

Time to Test 24 hours

Service Temperature -20°F to 200°F 

Water Resistance Excellent

Mildew Resistance Mold & mildew resistant

VOC 360 g/l

Pressure Classes
SMACNA ½, 1, 2, 3, 4, 6  and 10 
inches w.g.

Seal Class Meets Seal Class A

Packaging 11-oz. cart., 1- & 5-gal. pails

Freeze/Thaw Stability Passed 5 Cycles

APPLICATION

Temperature 35°F to 100°F (1.7°C to 38°C)

Method Brush, putty knife, caulk gun and 
trowel

Preparation Surface must be dry and free of dirt, 
oil and grease.

Rate Apply at joints and fasteners 
20-mil-thick wet fi lm

Clean Up UN-TACK™ or Solvent
(Use safe handling practices.)

Painting Allow 72 hours

STORAGE

Temperature Below 90°F (32°C)

Shelf Life One year (unopened)

Flammability Flammable. Store according to 
local code.

PRECAUTIONS
FLAMMABLE liquid and vapor. Keep away from open fl ame. May 
cause fl ash fi re.  Contains heptane and toluene solvents. 
Harmful if swallowed or inhaled. May cause eye irritation. Do 
not apply this product in areas where intense overexposure 
is ant ic ipated, or where temperatures wi l l  exceed 
200°F. Keep out of the reach of children. Review Material Safety 
Data Sheet for complete safety information prior to use. DO NOT 
use where acidic or alkaline chemicals are present (ie., lab fume 
hood, vents, etc.).

For Industrial Professional Use Only.

PART NUMBERS
302014 1 Case w/ (25) 11-oz. Cartridges

302009 1 Case w/ (4) 1-Gallon Pails

302020 (1) 5-Gallon Pail

UNDERWRITERS  LABORATORIES, INC.®

FLAME SPREAD ..................................10
SMOKE  DEVELOPED ...........................5

*Applied to inorganic reinforced cement board

CLASSIFIED 
ADHESIVE

Surface Burning Characteristics
294U

*Tested as applied in two 1/4 inch wide strips 8 inches on center at a  coverage of 
320 lin.ft./gal. Flash point of fi nished adhesive, closed cup: less than minus 14OC.

17NF
UL 181B-M

Mastic closure systems for use with fl exible 
duct systems or connectors.

SPECIFICATION/STANDARDS COMPLIANCE
Property Method Results

VOC Limitation
ASTM D-2202
11-oz. Cartridges:
LEED Compliant

Pass

USA: 900 Hensley Lane, Wylie, TX 75098 • (877) 495-4822
Canada: 2100 Remembrance Road, Lachine, QC H8S 1X3 • (800) 544-5535
www.carlislehvac.com
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MATERIAL SAFETY DATA SHEET 

______________________________________________________________________________________ 
1. PRODUCT AND COMPANY IDENTIFICATION 
Product Name: SG 404 
Synonyms: Solvent-Based Mastic     
 

Manufacturer/Supplier 
Carlisle HVAC Products 
900 Hensley Lane 
Wylie, TX 75098 
Internet Address:  www.carlislehvac.com/ 
Fax Number: (972) 442-0076  

Phone Numbers
Medical Emergency:  
CHEMTREC (USA): (800) 424-9300 
CHEMTREC (International): 
MSDS Assistance: (972) 442-6545 
Fax On Demand: NA 
Technical Assistance: (888) 229-2199 
Customer Service: (888) 229-0199 

______________________________________________________________________________________ 
2.    COMPONENT INFORMATION 
 

Ingredient Name CAS Number % wt or 
% vol 

Toluene 108-88-3 10-15 
Heptane 142-82-5 20-30 
Amorphous Silica                  7631-86-9 5.0-8.0 
Hydrocarbon Resin                68132-04-7  
Hydrated Alumina                21645-51-2  
Calcium Carbonate                  1317-65-3  
Clay                  1332-58-7  
Hazardous Ingredients:  

 OSHA PEL ACGIH TLV NIOSH REL    NIOSH 
Ingredient TWA STEL TWA STEL TWA STEL IDLH 

Toluene 200 ppm 
 

150 ppm 
 

50 ppm 
(skin) 

150 ppm 
(skin) 

100 ppm 150 ppm 500 ppm 

Heptane 400 ppm 
 

500 ppm 
 

none estab. none estab. 85 ppm 440 ppm 750 ppm 

Amorphous Silica 80 mg/m3 
(as dust) 

None estab. 10 mg/m3 None estab. 6 mg/m3 None estab. 3000 mg/m3 

 
______________________________________________________________________________________ 
3.    HAZARDS IDENTIFICATION 
 
Emergency and Hazards Overview: 
 May cause moderate irritation to eyes.  May be harmful if swallowed.  Read and understand all health and 
safety information on the product label and Material Safety Data Sheet before use. 
 
 Ratings    
Health 1 Flammability 4 Reactivity 0 
  
Primary Entry Routes: Skin contact, skin absorption, eye contact, inhalation, ingestion. 
Target Organs:  
Acute Effects  
Inhalation: Nose and throat irritation on short term exposure to liquid or vapor.  
Eye: Irritation on short term exposure to liquid or vapor. 
Skin: Irritation on short term exposure to liquid or vapor.  Solvents may be absorbed through the skin 

in toxic amounts. 
Ingestion: Ingestion can cause gastrointestinal irritation. 

Carcinogenicity: IARC, NTP, and OSHA do not list this product as a carcinogen. 
Medical Conditions Aggravated by Long-Term Exposure: 
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Chronic Effects: Overexposure may result in headache, dizziness, fatigue, nausea and loss of 
consciousness.  Chronic exposure may cause reversible kidney and liver injury.  Moderate 
irritation of skin, eyes and mucous membranes of upper respiratory tract on prolonged/repeated 
contact. 

______________________________________________________________________________________ 
5.    FIRST AID MEASURES 
 
Inhalation: Remove victim to fresh air and provide oxygen if breathing is difficult.  Give artificial 

respiration if not breathing.  Get medical attention immediately. 
Eye Contact: Immediately flush eyes with running water for at least 15 minutes.  Get medical 

attention. 
Skin Contact: Immediately flush skin with running water and remove contaminated clothing.  Wash 

exposed area with soap and water.  Get medical attention. 
Ingestion: Do not induce vomiting.  Get medical attention immediately. 
Note to Physicians: This product contains organic solvents (Heptane and Toluene). 
Special Precautions/Procedures: Whenever possible, remove the worker from the source of 

contamination. 
 
5.    FIRES AND EXPLOSION INFORMATION 
 
Flammable Properties 

Flash Point: -13.5 deg C Test Method: Closed cup  
Flame extension:  NA Test Method: NA 
Flammable Limits in Air  
    Upper Percent:  7.5% by vol  
    Lower Percent:  1.0 % by vol  
Auto ignition Temperature: 222.5 deg C Test Method: NA 

 
NFPA Classification: H 1   F 4   R 0  
 
Flammability Classification: Division 2.  Ignition can occur when this product is exposed to heat, 

sparks, or flame. 
Extinguishing Media: In case of fire, use dry chemical, carbon dioxide, or foam.  Water may not be 

effective as an extinguishing agent.  Water fog or spray may be used to provide a smothering effect on 
fire and to cool fire-exposed container and surrounding combustibles.  Do not use a solid stream of 
water because it can scatter and spread the fire. 

Unusual Fire or Explosion Hazards: Extremely flammable.  Store and use away from all sources of 
heat, flame, or sparks.  Do not smoke while applying.  Vapors are heavier than air and may travel 
along ground to a distant ignition source and flash back.   

Hazardous Combustion Products: Toxic gases or vapors, such as carbon monoxide or carbon dioxide, 
may be released in a fire. 

Fire-Fighting Instructions: This product contains solvents that are dangerous fire and explosion 
hazards when exposed to heat or flame.  Fire fighters should wear self-contained breathing apparatus 
and full protective clothing. 

Fire-Fighting Equipment: Because fire may produce toxic thermal decomposition products, wear a 
self-contained breathing apparatus (SCBA) with a full face piece operated in pressure-demand or 
positive-pressure mode.  

______________________________________________________________________________________ 
6.    ACCIDENTAL RELEASE MEASURES 
 
Spill /Leak Procedures: Remove all sources of ignition.  Avoid breathing vapors.  Use self-contained 

breathing apparatus in enclosed area.  Ventilate area.  Contain and remove with inert absorbent 
materials and non-sparking tools. 

Large Spills 
Containment: For large spills, dike far ahead of liquid spill for later disposal. Do not release into 

sewers or waterways.  
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Cleanup:  Clean-up spill as soon as possible.  Collect any excess material with absorbent pads, sand or 
other inert non-combustible absorbent materials.  Place into appropriate waste containers for later 
disposal.  Comply with all laws and regulations. 

Regulatory Requirements: Follow applicable OSHA regulations (29 CFR 1910.120). 
 

 7.   HANDLING AND STORAGE INFORMATION 
 
Handling Precautions: Use away from all sources of heat, flame, or sparks. Do not smoke while using.  

Handling equipment must be grounded to prevent sparking.  Handle with non-sparking tools.  Wash 
with soap and water before eating or drinking.  Launder contaminated clothing.  KEEP OUT OF 
REACH OF CHILDREN. 

Storage Requirements: Keep containers cool, dry, and store away from all sources of heat, flame, and 
sparks.  Keep containers tightly closed and store with adequate ventilation.  Do not pressurize, cut, 
weld, or grind the containers or empty containers which may contain residual product and solvent 
vapors that may ignite explosively. 

______________________________________________________________________________________ 
8.   EXPOSURE CONTROLS / PERSONAL PROTECTION INFORMATION 
 
Engineering Controls: Do not use in enclosed areas without proper explosion-proof ventilation.  

General and local exhaust ventilation must be sufficient to control vapor concentrations and keep the 
PEL below 100 ppm. 

Ventilation: Provide general or local exhaust ventilation systems to maintain airborne concentrations 
below OSHA PELs (Sec. 2). Local exhaust ventilation is preferred because it prevents contaminant 
dispersion into the work area by controlling it at its source. 

Administrative Controls:  
Respiratory Protection: Approved respirator must be used if PEL is 100 ppm or above. 
Protective Clothing/Equipment: Hycron gloves recommended.  Glasses or goggles recommended.  

Industrial shoes to protect feet from adhesive contact.  Long sleeves, long trousers to protect skin from 
adhesive contact.  Protective skin creams and emollients useful. 

Safety Stations: Make emergency eyewash stations, safety/quick-drench showers, and washing 
facilities available in work area. 

Contaminated Equipment: Separate contaminated work clothes from street clothes. Launder before 
reuse. Remove this material from your shoes and clean personal protective equipment. 

Comments: Never eat, drink, or smoke in work areas. Practice good personal hygiene after using this 
material, especially before eating, drinking, smoking, using the toilet, or applying cosmetics. 

____________________________________________________________________________________ 
9.    PHYSICAL AND CHEMICAL PROPERTIES 
 
Appearance: Gray Mastic   Vapor Pressure: 36.7 mm Hg @ 30ºC 
Odor:  Mild hydrocarbon odor Vapor Density (air=1): 3.14 -3.45 
Physical state: Mastic Percent Volatile by Weight: 30  - 40 
pH: NA Volatile Organic Content: 395 gpl  
Evaporation Rate: 3.7-2.1 Molecular Weight: NA 
Boiling Point: 209ºF (98.5 deg C) Average Carbon Number: NA 
Melting Point/Freezing Point: -90.5 C Viscosity @ 77 F:  Thixotrophic 
Specific Gravity: 1.0-1.2  
Pour Point: NA   
Solubility in Water: Negligible  
Octanol / Water Coefficient: Log Kow = NA  
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10.   STABILITY AND REACTIVITY INFORMATION 
 
Stability: Stable. 
Polymerization: Will not occur. 
Chemical Incompatibilities: Strong oxidizing agents, acids, bases, heat, sparks, and flames. 
Conditions to Avoid: Heat, sparks, and flames, ignition sources. 

Hazardous Decomposition Products: Toxic gases or vapors such as carbon monoxide or carbon dioxide, 
may be released in a fire. 
______________________________________________________________________________________ 
11.    TOXICOLOGICAL INFORMATION (will only print available data) 
 

Toxicity Data: 

Eye Effects:   Irritating 
 
Skin Effects:  Irritating 
 
 

Acute Inhalation Effects: Product toxicity has not been determined.  
Following are the component data: 

   TC50: 
             Toluene:  Rat > 26,700 ppm 1 hr; Mouse 400 ppm 24 hr 

               Heptane:  Human TCLo:  1000 ppm/6 minutes 
 
Acute Oral Effects: Product toxicity has not been determined.  

Following are component data: 
    LD50: 
             Toluene:  Rat 5000 mg/kg 
             Heptane:  Rat, ivn, 222 mg/kg 
Chronic Effects: May cause skin sensitization in some people. 
Carcinogenicity: Not listed in IARC or NTP. 
Mutagenicity: Some evidence in animal exposure to Toluene. 
Teratogenicity: Some evidence in animal exposure to Toluene. 

______________________________________________________________________________________ 
12.    ECOLOGICAL INFORMATION 
 
Ecotoxicity: Not known 
Environmental Fate: Not known 
Environmental Degradation: Not known 
Soil Absorption/Mobility: Not known 

______________________________________________________________________________________ 
13.   DISPOSAL INFORMATION 
 
Regulatory Information: Consult all regulations (federal, state, provincial, local etc.) or a qualified waste  
                                            disposal firm when characterizing waste for disposal.  
 
Waste Disposal Methods: Recover free liquid. Absorb residue and dispose of according to local, state and  
                                            Federal EPA regulation. Empty container: may contain explosive vapors. Do 
      Not cut, puncture or weld on or nearby. 
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____________________________________________________________________________________ 
14.   TRANSPORTATION INFORMATION 
 

DOT Transportation Data (49 CFR 172.101): 
Shipping Name: Adhesives, 

3, UN1133, II 
Shipping Symbols: 

Flammable 
Hazard Class: 2 
ID No.: UN1133 
Packing Group: II 
Label: red caution label 

required  
Special Provisions 

(172.102): 149, B52, IB2, 
T4, TP1, TP8 

Packaging Authorizations 
a) Exceptions: 173.150 
b) Non-bulk Packaging: 

173.173 
c) Bulk Packaging: 173.242 
 

Quantity Limitations 
a) Passenger, Aircraft, or 

Railcar: 5L 
b) Cargo Aircraft Only: 60L 
 
Vessel Stowage Requirements 
a) Vessel Stowage: B 
b) Other: --- 

 
______________________________________________________________________________ 
15.   REGULATORY INFORMATION 
 
EPA Regulations:  

RCRA Hazardous Waste Number (40 CFR 261.33):  Not listed 
 
RCRA Hazardous Waste Classification (40 CFR 261): Not classified 
 
TSCA (Toxic Substances Control Act) Status: 
  TSCA (United States) – The intentional ingredients of this product are listed. 
 
CERCLA Hazardous Substance RQ – 40 CFR 302.4 (a) 

Component     RQ (lbs)    
Toluene      1000 

     
CERCLA RQ – 40 CFR 302.4 (b) 
  Materials with a “listed” RQ may be reportable as an “unlisted hazardous substance”.  See 40 CFR 302.5 (b).   
 

SARA 311/312 Codes:  
  Immediate (X) Delayed (X) Fire (X)  Reactive (  ) Sudden Release of 

Pressure (  ) 
 
SARA 313 Components (40 CFR 372.65): 

Section 313 Component(s)   CAS Number  %   
Toluene       108-88-3   10 – 15 

 
SARA EHS (Extremely Hazardous Substance) (40 CFR 355):  Not listed, Threshold Planning 

Quantity (TPQ) 
 
OSHA Regulations:  

Air Contaminant (29 CFR 1910.1000, Table Z-1, Z-1-A): Not listed 
OSHA Specifically Regulated Substance (29 CFR 1910):  None listed 
 

  EPA Accidental Release Prevention (40 CFR 68):  None listed  
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State Regulations:  
 California Proposition 65:  

 
The following statement is made in order to comply with the California Safe Drinking Water 
and Toxic Enforcement Act of 1986:  This product contains the following substance(s) known 
to the State of California to cause reproductive harm: 

    Toluene 
 
 Delaware Air Quality Management List:  
  Chemical Name  DRQ:  State? 
  Toluene     1000  Must be reported to the DRQ 
   
 
 Florida Toxic Substance:  The following components are listed as a toxic substance by the state of 

Florida: 
  Toluene 
  Heptane 
  Amorphous Silica 
 
Massachusetts Hazardous Substances List: 
  Chemical Name   CAS #   Codes 
  Toluene    108-88-3  2, 4, 5, 6, F7, F8 
  Heptane    142-82-5  2, 4, 5, 6 
  Amorphous Silica  7631-86-9  2, 4, 5, F5 
 
Michigan Critical Materials Registry: 
  Chemical Name   CAS #   Report  Class 
  Toluene    108-88-3  - -  - - 
Minnesota Hazardous Substance:  

Chemical Name  Codes  Hazards  Carcinogen 
Toluene   ANO  skin  No 

  Heptane   ANO  --  No 
  Silica   ANOR  --  *T* 
 
 New Jersey RTK Label Information: 
  Chemical Name        CAS # Substance # DOT #  TPQ

 EHS  
Toluene        108-88-3 1866  1294  - - 

 
 New York List of Hazardous Substances:  

Chemical Name  RQ – Air RQ – Land Note 
Toluene   1000  1   none 

 
 Pennsylvania RTK Label Information 
  Chemical Name   CAS #   Code 
  Benzene, Methyl       108-88-3  E 
  Heptane       142-82-5  -- 
  Silica       7631-86-9  -- 
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 Washington Air Contaminant: 
  TWA (ppm): 100 (Toluene)  
  TWA (mg): 375 (Toluene)  
  STEL (ppm): 150 (Toluene)  
  STEL (mg): 560 (Toluene)  
  Ceiling (ppm): None listed 
  Ceiling (mg): None listed 
  Skin:  None listed 

 
______________________________________________________________________________________ 
16.   OTHER INFORMATION 
 
Health and Environmental Label Language 
  All ingredients contained in this product are included on the US EPA Toxic Substances Control Act  
  (TSCA) inventory or exempt from listing on the TSCA inventory.  All ingredients contained in this  
  product comply with the requirements of the Canadian Environmental Protection Act (CEPA) and are 
  listed on the Domestic Substance List (DSL) or Non-Domestic Substance List (NDSL) 
   
  
MSDS Revisions 
 Previous Version Date: 09/01/08 
 Section 
  Old Information:   
  New Information:  
 
 
Prepared By: R&D Department   Date: 01/08/2013 

  
 
Disclaimer of Warranty: The information contained herein is based upon data and information available 
to us, and reflects our best professional judgment.  This product may be formulated in part with 
components purchased from other companies.  In many instances, especially when proprietary or trade 
secret materials are used, CCWI Company must rely upon the hazard evaluation of such components 
submitted by that product’s manufacturer or importer.  No warranty of merchantability, fitness for any use, 
or any other warranty is expressed or implied regarding the accuracy of such data or information.  The 
results to be obtained from the use thereof, or that any such use does not infringe any patent, since the 
information contained herein may be applied under conditions of use beyond our control and with which 
we may be unfamiliar, we do not assume responsibility for the results of such application.  This information 
is furnished upon the condition that the person receiving it shall make his own determination of the 
suitability of the material for his particular use.  
 
 
 


	Sure Grip 404 Data Sheet
	Sure Grip 404 MSDS Sheet


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


